
Ball valves with threated ends, 
brass

Nominal diameter options (DN) 8-125

SERIE 03
034170

034330
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* Ball valve can be equipped with hydraulic, pneumatic or electric actuator. Ask more from Econosto Oy sales.

www.brandoni.it

Serie B3.622 / B3.622 with ISO 5211 flange

Dimensions (mm)

DN 1/4" 3/8" 1/2" 3/4" 1" 1" 1/4 1" 1/2 2" 2" 1/2 3" 4"
P 11,5 12,5 15 20 25 32 40 50 65 76 94
A 49 49 57 64 77 90 105 125 154 173 221
B 100 100 100 115 150 150 180 180 245 245 278
H 54 54 56 65 70 75 93 99 123 140 175
A1 55,5 55,5 57 64 77 90 105 125 154 173 221
B1 120 120 120 120 140 149 200 200 255 255 302
H1 65 65 63 70 74 88 94 102 140 153 175
S 9 9 9 9 11 11 14 14 17 17 17
ISO 5211 F03 F03 F03/F04 F03/F04 F04/F05 F04/F05 F05/F07 F05/F07 F07/F10 F07/F10 F07/F10

B3.622 0,23 0,23 0,24 0,45 0,65 1,05 1,7 2,61 5,01 7,61 14,75
B3.622 with ISO flange 0,33 0,30 0,38 0,51 0,87 1,26 2,25 3,05 5,45 8,20 15,00

Nm 4 4 5 8 10 14 18 25 48 75 110

Weight (kg)

Operating torque (Nm)

N.B.: In order to choose the right actuator, we recommend multiplying the operating torque figure by a safety coefficient, K=1.5

53

    Component

Body
Liner
Ball
Ball seat
Stem
Sliding washer
Ring
Stem seal
Lever

Component
Lock device
Body seal
Belleville Spring 
Spacer
O-ring
Lever stop pin
Nut
Spring washer

Material

AISI 316
AISI 316
AISI 316
Reinforced PTFE
AISI 316
PTFE
AISI 304
PTFE
AISI 304 with plastic sleeve

Material
AISI 304
PTFE
AISI 301
AISI 304
FKM (Viton®)
AISI 304
AISI 304
AISI 301
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TYPE 034170
Material: brass
Female/female threaded ends

	

DIMENSIONS 

DN 1/4” 3/8” 1/2” 3/4” 1” 1” 1/4 1” 1/2 2” 2” 1/2 3” 4”

ø 10 10 14,5 19 24 30,5 37 47 60 75 94

F 12 12 13 14 16,5 18 19 22,5 23 25 29

S 45 45 48 57 69 79 89 109 126 147 177

H 46 48 50 57 60 73 86 98 110 148 163

L 80 80 80 90 90 120 135 160 160 265 265

KG 0,10 0,12 0,15 0,24 0,36 0,56 0,84 1,37 2,10 3,50 5,92

PN 64 64 40 32 32 25 25 25 25 16 16

Type 034330 with male/female threaded ends.

Types 034170 and 034330 also available 
with butterfly handle.


