
APPLICATIONS
Suitable for water, conditioning, gas, heating, different industries and 
fire fighting.

1. Epoxy coating.
2. Integrated flange, in accordance with ISO 5211.
3. Removing and repositioning of the plate at 90° allows locking 
of the valve in ON-OFF position.
4. The dynamic seal of the stem is guaranteed by a double O-ring, 
even in severe working conditions.
5. Blow-out proof stem.
6. Seat of ball in reinforced PTFE, as temperature changes, the torque 
remains constant.
7. Ball with full and straight bore, in chromed brass or stainless steel.

Ball valves, cast iron
Nominal diameter options (DN) 15-250

Nominal pressure options (PN) 6-25
Maximum working temperature 150°C (170 ºc) 
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In conformity with directive 
97/23/CE PED
Conformity to EN 13774 norms,
DVGW certification for gas18 www.brandoni.it

FIRE FIGHTING
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Serie B2.1
Flanged ductile iron ball valve

WATER CONdITIONING GAS HEATING  INdUSTRY
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MATERIALS:

PART MATERIAL PART MATERIAL

1. Body EN GJS 400-15 / EN GJL250*, 
epoxy coated

11. Spring washer Galvanized carbon steel

2. Flange EN GJS 400-15 / EN GJL250*, 
epoxy coated

12. Lever hub EN GJS 400-15

3. Ball Brass CuZn40Pb2 chrome 
plated / AISI 304 / AISI 316 / 
EN GJL250**

13. Lever stop Galvanized carbon steel

4. Ball seat Reinforced PTFE 14. Anti-blow-out ring AISI 302

5. Stem Brass CuZn40Pb2 / AISI 304 / 
AISI 316

15. Mountig pad for gear box EN GJS 400-15 / EN GJL 250

6. Sliding washer PTFE 16. Gear box -

7. Ring Brass CuZn40Pb2 / AISI 304 / 
AISI 316

17. Bolts Galvanized carbon steel

8. O-ring NBR /FKM (Viton®)
*: only DN 200-250

**: DN 250 with ball in EN GJL 250 - CODE: 02.0409. Lever Carbon steel, epoxy coated

10. Stop plate Galvanized carbon steel
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