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TYPE 02400/BV-05-47 Soft sealing gate valve
F4-F5 PN16

Soft Sealing Gate Valves6 www.talis-group.com

DN D b
EN 1092-2 PN 10 EN 1092-2  PN-16 EN 558 

(DIN 3202) Weight kg
A D1

No. 
of turns

 for 
closingK G Nº x d K G Nº x d S14 

(F–4)
S15 

(F–5)
S14 

(F–4)
S15 

(F–5)
  40 150 19 110   84   4x19 110   84   4x19 140 240 7,90 8,25 192 125 10
  50 165 19 125   99   4x19 125   99   4x19 150 250 9,55 10,50 202.5 125 12.5
  65 185 19 145 118   4x19 145 118   4x19 170 270 12,90 14,00 233 150 13
  80 200 19 160 132   4x19 160 132   8x19 180 280 15,95 17,85 268 175 16
100 220 19 180 156   8x19 180 156   8x19 190 300 21,95 23,73 310 200 20
125 250 19 210 184   8x19 210 184   8x19 200 325 27,75 31,83 357.5 250 25
150 285 19 240 211   8x23 240 211   8x23 210 350 38,98 41,70 398.5 300 30
200 340 20 295 266   8x23 295 266 12x23 230 400 59,58 66,00 488.5 350 33
250 400 22 350 319 12x23 355 319 12x28 250 450 90,60 108,95 581.5 400 45
300 455 24.5 400 370 12x23 410 370 12x28 270 500 125,75 146,30 656.5 500 50
*350 520 26.5 460 429 16x23 470 429 18x28 290 550 150,25 165,00 656.5 500 50

Item Name No. Pieces Material Standard
1 Body 1 EN-GJS-500-7 (GGG-50) EN 1563
2 Bonnet 1 EN-GJS-500-7 (GGG-50) EN 1563
3 Wedge 1 EN-GJS-500-7 (GGG-50) EN 1563
4 Wedge coating 1 EPDM EN 681-1
5 Stem 1 X20 Cr 13 EN 10080
6 Wedge lock nut 1 Copper alloy EN 12165
7 Body bonnet gasket 1 EPDM EN 681-1
8 Fix washer 1 Copper alloy EN 12165
9 O-ring (stem) 1 EPDM EN 681-1

10 Stuffing nut 1 Copper alloy EN 12165
11 O-ring (stuffing nut) 2 NBR ASTM D2000
12 O-ring (s. nut / bonnet) 2 NBR ASTM D2000
13 Body bonnet bolt acc/DN 8.8 steel (GEOMET coated) DIN-912
14 Dust guard 1 EPDM
15 Handwheel 1 Stamped steel
16 Handwheel bolt 1 X 5 CrNi 18 10 EN 10088
17 Handwheel washer 1 X 5 CrNi 18 10 EN 10088
18 Square cap 1 EN-GJS-500-7 (GGG-50) EN 1563
19 Square cap bolt 1 X 5 CrNi 18 10 EN 10088
20 Square cap top 1 Lupolen

BV-05-47
Soft Sealing Gate Valve
F4-F5 PN16

PN-10/16 / DN-40/350*

* Bore dimension 300 mm.

Optional working
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TYPE 02400/BV-05-47 - DIMENSIONS

Soft Sealing Gate Valves6 www.talis-group.com

DN D b
EN 1092-2 PN 10 EN 1092-2  PN-16 EN 558 

(DIN 3202) Weight kg
A D1

No. 
of turns

 for 
closingK G Nº x d K G Nº x d S14 

(F–4)
S15 

(F–5)
S14 

(F–4)
S15 

(F–5)
  40 150 19 110   84   4x19 110   84   4x19 140 240 7,90 8,25 192 125 10
  50 165 19 125   99   4x19 125   99   4x19 150 250 9,55 10,50 202.5 125 12.5
  65 185 19 145 118   4x19 145 118   4x19 170 270 12,90 14,00 233 150 13
  80 200 19 160 132   4x19 160 132   8x19 180 280 15,95 17,85 268 175 16
100 220 19 180 156   8x19 180 156   8x19 190 300 21,95 23,73 310 200 20
125 250 19 210 184   8x19 210 184   8x19 200 325 27,75 31,83 357.5 250 25
150 285 19 240 211   8x23 240 211   8x23 210 350 38,98 41,70 398.5 300 30
200 340 20 295 266   8x23 295 266 12x23 230 400 59,58 66,00 488.5 350 33
250 400 22 350 319 12x23 355 319 12x28 250 450 90,60 108,95 581.5 400 45
300 455 24.5 400 370 12x23 410 370 12x28 270 500 125,75 146,30 656.5 500 50
*350 520 26.5 460 429 16x23 470 429 18x28 290 550 150,25 165,00 656.5 500 50

Item Name No. Pieces Material Standard
1 Body 1 EN-GJS-500-7 (GGG-50) EN 1563
2 Bonnet 1 EN-GJS-500-7 (GGG-50) EN 1563
3 Wedge 1 EN-GJS-500-7 (GGG-50) EN 1563
4 Wedge coating 1 EPDM EN 681-1
5 Stem 1 X20 Cr 13 EN 10080
6 Wedge lock nut 1 Copper alloy EN 12165
7 Body bonnet gasket 1 EPDM EN 681-1
8 Fix washer 1 Copper alloy EN 12165
9 O-ring (stem) 1 EPDM EN 681-1

10 Stuffing nut 1 Copper alloy EN 12165
11 O-ring (stuffing nut) 2 NBR ASTM D2000
12 O-ring (s. nut / bonnet) 2 NBR ASTM D2000
13 Body bonnet bolt acc/DN 8.8 steel (GEOMET coated) DIN-912
14 Dust guard 1 EPDM
15 Handwheel 1 Stamped steel
16 Handwheel bolt 1 X 5 CrNi 18 10 EN 10088
17 Handwheel washer 1 X 5 CrNi 18 10 EN 10088
18 Square cap 1 EN-GJS-500-7 (GGG-50) EN 1563
19 Square cap bolt 1 X 5 CrNi 18 10 EN 10088
20 Square cap top 1 Lupolen

BV-05-47
Soft Sealing Gate Valve
F4-F5 PN16

PN-10/16 / DN-40/350*

* Bore dimension 300 mm.

Optional working
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Packing detail
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 40 511 140 240 193 318 495 287 140 29 30 20 10
 50 520.5 150 250 202,5 318 495 287 140 31 32 20 12,5
 65 548 170 270 230 318 515 287 160 34 36 30 13
 80 529.5 180 280 279.5 250 538 312 200 45 47 40 16
 100 562.5 190 300 312.5 250 538 312 200 51 53 40 20
 125 611.5 200 325 361.5 250 538 312 200 57 60 60 25
 150 650.5 210 350 400.5 250 538 312 200 66 70 70 30
 200 774.5 230 400 484.5 290 705 375 315 121 129 90 33
 250 861 250 450 571 290 705 375 315 149 164 170 45
 300 936 270 500 646 290 705 375 315 178 198 180 50
 350 936 290 550 646 290 707 375 400 197 211 180 50
 400 1188 310 600 898 290 707 375 400 354 404 350 57
 450 1188 330 650 898 290 707 375 400 394 423 350 57
 500 1385 350 700 1075 310 886 422 500 590 664 500 63
 600 1548 390 800 1238 310 886 422 500     1000 1172 500 60

SOFT SEALING GATE VALVE
WITH ELECTRIC ACTUATORBV-05-47

”AUMA NORM”
Multi-turn electric actuators for open-close duty with enclosure IP 67 according to EN 60 529 
(IP 68 optional).
As standard they are equipped with 3-phase AC motors (as an option they can be supplied with 
1-phase AC motors). Auma multi-turn actuators can also be supplied with  DC motors.
Standard equipment as follows: 2 limit switches, 2 torque switches,thermoswitches to protect 
the motor against damage due to excessively high temperatures, blinker-switch and emergency 
handwheel.

”AUMA MATIC”
Integral controls AUMA MATIC includes:
Motor controls. Standard, reversing-contactors (option: thyristor unit), DC power supply unit, Automatic 
phase correction, Programmable control logic, Local controls with push-buttons OPEN-STOP-CLOSE, 
indication lights and selector switch LOCAL-OFF-REMOTE, Type of control: ON-OFF or modulating
Option: fieldbus interface. Available systems: PROFIBUS, MODBUS, DeviceNet and Foundation 
Fieldbus
*CENTORK OR OTHER TRADE MARKS UNDER REQUEST.
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Soft Sealing Gate Valves 7www.talis-group.com

DN D b
EN 1092-2 PN 10 EN 1092-2 PN 16 DIN 3202

A B D1
Weight kg No. of 

turns
for closingK G No. x d K G No. x d S14 (F4) S15 (F5) S14 (F4) S15 (F5)

350 520 26.5 460 429 16x23 470 429 16x28 290 -   750 478 500 185 - 50
400 580 28 515 482 16x28 525 480 16x31 310 600   970 660 630 275 325 57

*450 640 28 565 532 20x28 585 550 20x31 330 650   970 660 630 360 425 57
500 715 31.5 620 585 20x28 650 609 20x34 350 700 1103 828 800 456 530 63

DN D b
EN 1092-2 PN 10 EN 1092-2 PN 16 DIN 3202

A B D1
Weight kg No. of 

turns
for closingK G No. x d K G No. x d S14 (F4) S15 (F5) S14 (F4) S15 (F5)

600   840 36   725   682 20x31   770   720 20x37 390   800 1280   854 800   950 1100   60
*700   910 39.5   840   794 24x31   840   794 24x37 -   900 1280   854 800 - 1300   60
800 1025 43   950   901 24x34   950   901 24x40 470 - 1678 1120 - 2000 - 133

*900 1125 46.5 1050 1001 28x34 1050 1001 28x40 - 1100 1678 1120 - - 2300 133
1000 1255 50 1160 1112 28x37 1170 1112 28x43 550 - 2100 1338 - 3040 - 166

*1200 1485 57 1380 1328 32x40 1390 1328 32x49 - 1400 2100 1338 - - 3300 166

Item Name No. Pieces Material Standard
1 Body 1 EN-GJS-500-7 (GGG-50) EN 1563
2 Bonnet 1 EN-GJS-500-7 (GGG-50) EN 1563
3 Wedge 1 EN-GJS-500-7 (GGG-50) EN 1563
4 Wedge coating 1 EPDM EN 681-1
5 Stem 1 X20 Cr13 EN 10080
6 Wedge lock nut 1 Bronze Rg. 5 EN 12165
7 Body bonnet gasket 1 EPDM EN 681-1
8 Top bonnet 1 F-1141 Steel 36011
9 Body bonnet bolt acc./DN 8.8 steel (GEOMET coated) DIN 912

10 Washer 2 Bronce Rg. 5 DIN 1705
11 Bonnet-top bonnet o ring 1 NBR ASTM D2000
12 Washer 2 NBR ASTM D2000
13 Guide gland 1 Teflon with graphite
14 Bonnet. o ring 2 NBR ASTM D2000
15 Dust guard 1 EPDM
16 Top bonnet bolt 6 8.8 steel (GEOMET coated) DIN 912
17 Square cap bolt 1 X5 CrNi 18 10 EN 10088
18 Square cap 1 EN-GJS-500-7 (GGG-50) EN 1563
19 Cotter 1 F-114 steel UNE 3604
20 Handwheel 1 St 42 steel DIN 17100
21 Eyebolt 2 C 15 steel DIN 17210
22 Handwheel washer 1 X5 CrNi 18 10 EN 10088
23 Handwheel bolt 1 X5 CrNi 18 10 EN 10088
24 Draining plug 1 8.8 steel (GEOMET coated)
25 O ring draining plug 1 NBR ASTM D2000
26 Square cap top 1 Lupolen

BV-05-47
Soft Sealing Gate Valve

F4-F5 PN16

PN-10/16 / DN-350/1200

DN-1000

DN-600

* Bore dimension is 400 mm.

* Bore dimension is DN 600, 800, 1000 mm.
DN800 and bigger sizes are supplied with ISO top flange as standard manufacturing.

Packing detail

Bill of materials and drawing refers to  
DN 400/500 valves.

Optional working
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TYPE 02400 / BV-05-47- DIMENSIONS

Soft Sealing Gate Valves 7www.talis-group.com

DN D b
EN 1092-2 PN 10 EN 1092-2 PN 16 DIN 3202

A B D1
Weight kg No. of 

turns
for closingK G No. x d K G No. x d S14 (F4) S15 (F5) S14 (F4) S15 (F5)

350 520 26.5 460 429 16x23 470 429 16x28 290 -   750 478 500 185 - 50
400 580 28 515 482 16x28 525 480 16x31 310 600   970 660 630 275 325 57

*450 640 28 565 532 20x28 585 550 20x31 330 650   970 660 630 360 425 57
500 715 31.5 620 585 20x28 650 609 20x34 350 700 1103 828 800 456 530 63

DN D b
EN 1092-2 PN 10 EN 1092-2 PN 16 DIN 3202

A B D1
Weight kg No. of 

turns
for closingK G No. x d K G No. x d S14 (F4) S15 (F5) S14 (F4) S15 (F5)

600   840 36   725   682 20x31   770   720 20x37 390   800 1280   854 800   950 1100   60
*700   910 39.5   840   794 24x31   840   794 24x37 -   900 1280   854 800 - 1300   60
800 1025 43   950   901 24x34   950   901 24x40 470 - 1678 1120 - 2000 - 133

*900 1125 46.5 1050 1001 28x34 1050 1001 28x40 - 1100 1678 1120 - - 2300 133
1000 1255 50 1160 1112 28x37 1170 1112 28x43 550 - 2100 1338 - 3040 - 166

*1200 1485 57 1380 1328 32x40 1390 1328 32x49 - 1400 2100 1338 - - 3300 166

Item Name No. Pieces Material Standard
1 Body 1 EN-GJS-500-7 (GGG-50) EN 1563
2 Bonnet 1 EN-GJS-500-7 (GGG-50) EN 1563
3 Wedge 1 EN-GJS-500-7 (GGG-50) EN 1563
4 Wedge coating 1 EPDM EN 681-1
5 Stem 1 X20 Cr13 EN 10080
6 Wedge lock nut 1 Bronze Rg. 5 EN 12165
7 Body bonnet gasket 1 EPDM EN 681-1
8 Top bonnet 1 F-1141 Steel 36011
9 Body bonnet bolt acc./DN 8.8 steel (GEOMET coated) DIN 912

10 Washer 2 Bronce Rg. 5 DIN 1705
11 Bonnet-top bonnet o ring 1 NBR ASTM D2000
12 Washer 2 NBR ASTM D2000
13 Guide gland 1 Teflon with graphite
14 Bonnet. o ring 2 NBR ASTM D2000
15 Dust guard 1 EPDM
16 Top bonnet bolt 6 8.8 steel (GEOMET coated) DIN 912
17 Square cap bolt 1 X5 CrNi 18 10 EN 10088
18 Square cap 1 EN-GJS-500-7 (GGG-50) EN 1563
19 Cotter 1 F-114 steel UNE 3604
20 Handwheel 1 St 42 steel DIN 17100
21 Eyebolt 2 C 15 steel DIN 17210
22 Handwheel washer 1 X5 CrNi 18 10 EN 10088
23 Handwheel bolt 1 X5 CrNi 18 10 EN 10088
24 Draining plug 1 8.8 steel (GEOMET coated)
25 O ring draining plug 1 NBR ASTM D2000
26 Square cap top 1 Lupolen

BV-05-47
Soft Sealing Gate Valve

F4-F5 PN16

PN-10/16 / DN-350/1200

DN-1000

DN-600

* Bore dimension is 400 mm.

* Bore dimension is DN 600, 800, 1000 mm.
DN800 and bigger sizes are supplied with ISO top flange as standard manufacturing.

Packing detail

Bill of materials and drawing refers to  
DN 400/500 valves.

Optional working
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 40 511 140 240 193 318 495 287 140 29 30 20 10
 50 520.5 150 250 202,5 318 495 287 140 31 32 20 12,5
 65 548 170 270 230 318 515 287 160 34 36 30 13
 80 529.5 180 280 279.5 250 538 312 200 45 47 40 16
 100 562.5 190 300 312.5 250 538 312 200 51 53 40 20
 125 611.5 200 325 361.5 250 538 312 200 57 60 60 25
 150 650.5 210 350 400.5 250 538 312 200 66 70 70 30
 200 774.5 230 400 484.5 290 705 375 315 121 129 90 33
 250 861 250 450 571 290 705 375 315 149 164 170 45
 300 936 270 500 646 290 705 375 315 178 198 180 50
 350 936 290 550 646 290 707 375 400 197 211 180 50
 400 1188 310 600 898 290 707 375 400 354 404 350 57
 450 1188 330 650 898 290 707 375 400 394 423 350 57
 500 1385 350 700 1075 310 886 422 500 590 664 500 63
 600 1548 390 800 1238 310 886 422 500     1000 1172 500 60

SOFT SEALING GATE VALVE
WITH ELECTRIC ACTUATORBV-05-47

”AUMA NORM”
Multi-turn electric actuators for open-close duty with enclosure IP 67 according to EN 60 529 
(IP 68 optional).
As standard they are equipped with 3-phase AC motors (as an option they can be supplied with 
1-phase AC motors). Auma multi-turn actuators can also be supplied with  DC motors.
Standard equipment as follows: 2 limit switches, 2 torque switches,thermoswitches to protect 
the motor against damage due to excessively high temperatures, blinker-switch and emergency 
handwheel.

”AUMA MATIC”
Integral controls AUMA MATIC includes:
Motor controls. Standard, reversing-contactors (option: thyristor unit), DC power supply unit, Automatic 
phase correction, Programmable control logic, Local controls with push-buttons OPEN-STOP-CLOSE, 
indication lights and selector switch LOCAL-OFF-REMOTE, Type of control: ON-OFF or modulating
Option: fieldbus interface. Available systems: PROFIBUS, MODBUS, DeviceNet and Foundation 
Fieldbus
*CENTORK OR OTHER TRADE MARKS UNDER REQUEST.
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TYPE 02400/BV-05-47 - Fittings that can be added to the valve

24

SOFT SEALING GATE VALVE
FITTINGS THAT CAN BE ADDED TO THE VALVESBV-05-47

PNEUMATIC 
OR HYDRAULIC 
ACTUATOR

DN-300
VALVES WITH
OUTSIDE SCREW
AND YOKE WITH
ELECTRIC ACTUATOR.

DN-600 VALVES WITH 
ELECTRIC OPENING AND 
CLOSING INDICATOR

DETAIL OF 
THE OPENING 
AND CLOSING 
INDICATOR
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