
Swing Check valve
Nominal diameter options (DN) 8-50
Nominal pressure options (PN) 40-63

Maximum working temperature (ºC) 180 ºC
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FEATURES

- Screwed-in cap, swing type
- Full bore, st.st. disc
- f/f thread ISO 228-1G or ANSI B1.2.0.1 (NPT)
- Nominal pressure NB 8 (1/4”) - NB 25 (1”) : PN 63
- Nominal pressure NB 32 (1.1/4”) - NB 50 (2”) : PN 40
- PTFE seats and seals
- Working temperature -20°C upto 180°C

DIMENSIONS

Inch DN Bore mm H mm L mm T1, T2 mm Weight kg

1/4” 8 11 42 65 12 0,35

3/8” 10 13 42 65 12 0,35

1/2” 15 15 42 65 13 0,33

3/4” 20 20 51 80 15 0,42

1” 25 25 60 90 18 0,70

1” 1/4 32 32 66 105 19 1,00

1” 1/2 40 40 75 120 20 1,50

2” 50 50 80 140 22 2,10

screwed-in cap, swing type
full bore, st.st. disc
f/f thread ISO 228-1G or ANSI B1.2.0.1 (NPT)
nominal pressure NB 8 (1/4") - NB 25 (1") : PN 63
nominal pressure NB 32 (1.1/4") - NB 50 (2") : PN 40
PTFE seats and seals
temperature -20°C upto 180°C

NB INCHBORE H L T1 Art. no. Kg / pc
mm mm mm T2

mm ISO NPT ISO NPT
NB 8 1/4" 11 42 65 12 VC10 0,35    

NB 10 3/8" 13 42 65 12 VC10 0,35    

NB 15 1/2" 15 42 65 13 VC10 0,33    

NB 20 3/4" 20 51 80 15 VC10 0,42    

NB 25 1" 25 60 90 18 VC10 0,70    

NB 32 1.1/4" 32 66 105 19 VC11 1,00    

NB 40 1.1/2" 40 75 120 20 VC11 1,50    

NB 50 2" 50 80 140 22 VC11 2,10    

screwed-in cap, piston type
full bore, PTFE disc, st.st. spring
f/f thread ISO 228-1G or ANSI B1.2.0.1 (NPT)
nominal pressure NB 8 (1/4") - NB 25 (1") : PN 63
nominal pressure NB 32 (1.1/4") - NB 50 (2") : PN 40
PTFE seats and seals
temperature -20°C upto 180°C

NB INCHPORT L B C Art. no. Kg / pc
mm mm mm mm

ISO NPT ISO NPT
NB  8 1/4" 11 65 46 19 VC15 0,30    

NB 10 3/8" 13 65 46 19 VC15 0,20    

NB 15 1/2" 15 65 46 19 VC15 0,30    

NB 20 3/4" 20 80 58 23 VC15 0,40    

NB 25 1" 25 90 69 27 VC15 0,80    

NB 32 1.1/4" 32 105 75 32 VC16 1,00    

NB 40 1.1/2" 38 120 85 41 VC16 1,50    

NB 50 2" 50 140 98 50 VC16 2,20    

 = stock
 = ex works
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screwed-in cap, swing type
full bore, st.st. disc
f/f thread ISO 228-1G or ANSI B1.2.0.1 (NPT)
nominal pressure NB 8 (1/4") - NB 25 (1") : PN 63
nominal pressure NB 32 (1.1/4") - NB 50 (2") : PN 40
PTFE seats and seals
temperature -20°C upto 180°C

NB INCHBORE H L T1 Art. no. Kg / pc
mm mm mm T2

mm ISO NPT ISO NPT
NB 8 1/4" 11 42 65 12 VC10 0,35    

NB 10 3/8" 13 42 65 12 VC10 0,35    

NB 15 1/2" 15 42 65 13 VC10 0,33    

NB 20 3/4" 20 51 80 15 VC10 0,42    

NB 25 1" 25 60 90 18 VC10 0,70    

NB 32 1.1/4" 32 66 105 19 VC11 1,00    

NB 40 1.1/2" 40 75 120 20 VC11 1,50    

NB 50 2" 50 80 140 22 VC11 2,10    

screwed-in cap, piston type
full bore, PTFE disc, st.st. spring
f/f thread ISO 228-1G or ANSI B1.2.0.1 (NPT)
nominal pressure NB 8 (1/4") - NB 25 (1") : PN 63
nominal pressure NB 32 (1.1/4") - NB 50 (2") : PN 40
PTFE seats and seals
temperature -20°C upto 180°C

NB INCHPORT L B C Art. no. Kg / pc
mm mm mm mm

ISO NPT ISO NPT
NB  8 1/4" 11 65 46 19 VC15 0,30    

NB 10 3/8" 13 65 46 19 VC15 0,20    

NB 15 1/2" 15 65 46 19 VC15 0,30    

NB 20 3/4" 20 80 58 23 VC15 0,40    

NB 25 1" 25 90 69 27 VC15 0,80    

NB 32 1.1/4" 32 105 75 32 VC16 1,00    

NB 40 1.1/2" 38 120 85 41 VC16 1,50    

NB 50 2" 50 140 98 50 VC16 2,20    

 = stock
 = ex works

CF8 CF8M
304

dacapo │ stainless Valves

Swing check valve MDV-SC

EU 97/23/EC NB CE 0035

EN 10204 3.1 

316

Piston check valve MDV-YSC

EU 97/23/EC NB CE 0035

EN 10204 3.1 

304 316
CF8 CF8M

Port

EU 97/23/EC NB CE 0035


